
TECHNICAL SPECIFICATIONS

802.11 AC
WIFI

ULTRA
HD

GIGABIT LAN MICRO SD
CARD READER

©2019 ZOTAC Technology Ltd. All rights reserved. All company and/or product names may be trade names, trademarks and/or registered trademarks of the respective owners with which they are associated. 
ZOTAC Technology Ltd. does not warrant the accuracy, completeness or reliability of information, materials and other items contained on this print, image, website, or server. No liability is assumed with respect 
to the use of the information contained herein.

USB 3.0
SUPERSPEED

FEATURES
• Intel Celeron N4100 Quad core 
   System-on-Chip with 4MB cache
• HDMI and DisplayPort output
• Full network connectivity - 
  Gigabit Ethernet, 802.11ac, Bluetooth 5
• Hardware watchdog timer
• Rugged aluminum passive cooling enclosure
• Ultra-small form factor:
   115.0mm x 76.0mm x 26.7mm

PROCESSOR
• Intel Celeron N4100, Quad-core 1.1GHz/2.4GHz
• 4MB L2 cache

GRAPHICS ENGINE
• Integrated Intel UHD Graphics 600
• HDMI 2.0: 4096 x 2160@60Hz
• DisplayPort 1.2: 4096 x 2160@60Hz

MEMORY
• Onboard 4GB LPDDR4

STORAGE
• Onboard 64GB eMMC flash
• microSD/microSDHC/microSDXC flash 
  memory card slot 

DISPLAY OUTPUT
• 1 x HDMI 2.0
• 1 x DisplayPort 1.2

AUDIO INTERFACE
• 8-channel digital audio via HDMI port
• 3.5mm stereo headphone and microphone 
  combo jack

NETWORKING
• 1 x Gigabit Ethernet port
• IEEE 802.11ac/a/b/g/n WIFI based on Intel 
  Wireless-AC 9462
• Bluetooth 5.0 based on Intel Wireless-AC 9462

CONNECTIVITY
• 1 x USB 3.0 Type-C
• 2 x USB 3.0 Type-A

POWER INPUT
• DC 5V, 20W

OPERATING TEMPERATURE
• Main unit: -20°C ~ +45°C
• AC adapter: +0°C ~ +40°C

PHYSICAL DIMENSIONS
• Length: 115.0mm (4.53in)
• Width: 76.0mm (2.99in)
• Height: 26.7mm (1.05in)

SUPPORTED OS
• Microsoft Windows 10
• Ubuntu 18.04 LTS

INSIDE THE BOX
• ZBOX PRO PI335 pico
• Universal AC adapter
• Detachable AC plugs (EU, UK, US regions)
• CTIA to OMTP 3.5mm audio adapter converter
• 2 x Wi-Fi antenna
• USB flash with software & user's manual

The ZBOX PRO PI335 pico is equipped with an Intel Celeron 
N4100 quad-core processor, HDMI and DisplayPort outputs in 
a pint-size chassis, providing a convenient display solution 
without adding stress on the budget. 

This lightweight and pocketable unit provides UHD output 
that operates at just 9.57W under load compared to the 
120W of a traditional Mini PC solution, making it perfect  for 
applications where installation space is limited. Also featured 
with a vast array of connectivity such as USB 3.0, Gigabit 
Ethernet LAN, IEEE 802.11ac WIFI, and Bluetooth 5.

SKU: ZP-PI335GKPI335 PICO
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